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SPECIFICATIONS

INTERFACE Output: USB-C
Headphone: 3.5mm

MICROPHONE FREQUENCY
RESPONSE 20 – 20,000 Hz

OPERATING SYSTEM Windows 10 & above; Mac OS

Accessories USB-C to USB-A, 3m / Pop Filter / Screw
Cap x 2

WEIGHT (PRODUCT /
PACKAGE) 1100g / 1586g

Cables USB-C to USB-A, 3m (TPE)
MICROPHONE IMPEDANCE ≦ 2.2 KΩ
MICROPHONE SENSITIVITY 36 (±3) dB
PRODUCT DIMENSIONS (MM) 270 x 110 x 110mm

Stereo / Unidirectional / Omnidirectional /
Bidirectional
Pattern Switch / Microphone Volume /
Headphone Volume / Mute
96 kHz

MODEL NAME IMMERSE GV60 STREAMING MIC
24-bit

FEATURES

High Resolution Digital Audio

Lossless recordings captured in detail with the sample rate of
24bit/96kHz.

Real-time Monitoring

The 3.5 mm headphone jack allows zero-latency playback to keep
results in check.

All-in-One Microphone

Using multiple condenser capsules allows the GV60 to switch
pickup patterns depending on the situation.

Record Your Way

Mount on a boom arm with built-in threading, a 3 meter USB
cable, and a pop filter with ease.

On The Fly Controls

Dedicated dials to adjust the volume for the microphone and
headphones and a mic mute button.

Plug & Play

No need for drivers or additional software, the GV60 lets you plug
& record straight away on any platform at a desired angle.
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