- ® PC CASE
mS.’ MPG SEKIRA 100P

SPECIFICATIONS FEATURES
ERIE T E-ATX / ATX / Micro-ATX / Mini-ITX
Case Form Factor Mid-Tower Front USB 3.2 Gen 2 Type C
Product Name MPG SEKIRA 100P 4553 driki Synergize with a MSI motherboard through bridging with a USB
Drive Bays 2 x 3.5" (compatible with 2.5") + 2 x 2.5" 3.2 Gen 2 Type-C port for convenient access.
. . 420(D) x 215(W) x 475(H) mm Optimized Air Flow
Dimension 16.54(D) x 8.46(W) x 18.70(H) inches @RR - - o
2 X USB 3.2 Gen 1 Type-A < Ej"’ Can install up to 6x system fans, providing ventilation and stable
/O Ports 1x USB 3'2 Gen 2 Type-C performance to the whole system.
1 x Audio / 1 x Mic Magnetic Filter
Case Expansion Slots 7 . ) ) . .
The magnetic dust filter on top is designed to give users an easy
Front: 3 x 120 System F
Pre-install Fan ront: 5 x 12Umm System Fan un-installing and cleaning experience.
Rear: 1 x 120mm System Fan
Front: 3 x 120mm or 2 x 140mm Tool-Less Tempered Glass
Fan Support 'Flicér;:r?lxxlfgénmmmor 2 x 140mm %/ Premium-grade 4mm thick tempered glass that guarantees
. window durability and viewing capability.
Maximum GPU Length 340mm

Maximum CPU Cooler Length 170mm

Front: 120 / 140/ 240/ 280 / 360mm
Radiator Layout Top: 120 / 240mm
Rear: 120 mm

Standard ATX, , max up to 250mm (without
3.5" HDD tray installed)

Power Supply

CONNECTIONS

. Power Button

0 8 o aa . Reset Button
M- - . USB 3.2 Gen 2 Type-C
.2 x USB 3.2 Genl Type-A
. Mic-in
. Audio-out
. LED Switch
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