PC CASE

ms"' MEG EM9

UNLOCK THE POTENTIAL

SPECIFICATIONS

Case Form Factor

Test Bench

Motherboard Form Factor Support

Regular: E-ATX / ATX / Micro-ATX /
Mini-ITX

Back-connect: ATX / Micro-ATX
E-ATX: Up to 305 x 280 mm

1/0 Ports

1 x Reset Button
1 x Power Button

Drive Mount Support

Up to 2 x 2.5" SSD

Expansion slots 8
Maximum GPU Length No limit
Maximum CPU Cooler Height No limit
Power Supply Support ATX
Maximum PSU Length 200 mm

Fan Size Support

Top: 1 x 120 mm /1 x 140 mm

Radiator Size Support

Top: 120/ 140 /240 /280 /360 /420

mm

CONNECTIONS

FEATURES

Test Bench Design

Purpose-built as an open-air test bench for rapid hardware
assembly, benchmarking, stress testing, and troubleshooting with
unrestricted component access.

Support Back-connect Motherboard

Supports ATX and Micro-ATX back-connect motherboard designs
for a cleaner workspace, simplified cable routing, and easier
hardware installation.

Support up to 420 mm Radiator

420mm Supports up to a 420 mm radiator and accommodates two 2.5-
@ inch SSDs, delivering flexible cooling and storage configurations
for high-performance systems.

1. 1 x Reset Button
2. 1 x Power Button
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