- ® COMPONENTES

PARA PC

MAG VIEW XPANDER 12 / WHITE

EXPAND YOUR VISION

7123

715 VIEW XPRA ‘ ¢ IPS
1920 x 720

NS

FEATURES

12.3 INCH DISPLAY PANEL

Functions as an additional screen or hardware monitor with 1920
x 720 resolution and supports both vertical and horizontal
orientations.

MSI CENTER SUPPORT

Easily customize layouts to monitor hardware status in real time
or fine-tune the lighting effects through the intuitive MSI Center
platform.

HIGH COMPATIBILITY

Can be mounted on a 360 mm radiator bracket, installed on a 120
mm fan frame with the L-shaped bracket, or placed on a desktop
with the panel stand. Compatible with MSI PANO, VELOX 300, and
MAESTRO series cases.

EXTENSION DISPLAY SUPPORT

Functions as a secondary screen or real-time hardware
monitoring display, providing versatile customization options.

IPS LCD PANEL

Make sure the intensity, purity of colors, and an IPS full viewing
angle of display are achieved when displaying.

USB 2.0 INTERFACE

Enjoy a simple setup with just one cable for both power and
display. Includes Type-A to Type-C and Type-C to pin-header
cables for flexible installation.

SPECIFICATIONS

DISPLAY SIZE

#712.3

IPS
1920 x 720

1S

12,3 polegadas

RESOLUTION (H X V)

1920 x 720 pixels

REFRESH RATE 60Hz

DISPLAY TYPE IPS LCD

ACTIVE DISPLAY AREA (H X V) 292 x 109mm
PIXEL PITCH (H X V) 152,1 x 152,1 ym
DISPLAY INTERFACE MIPI

LED, 6 Séries 8 Paralelos (48 lights in

BACKLIGHT ARRANGEMENT total)

POWER TYPES Interface Tipo-C

POWER INPUT 5V /500mA

Nome MAG VIEW XPANDER 12 / WHITE

DIMENSION [(W X D X H)

326 x 135 x 16mm

GROSS WEIGHT

12,45 kg / 27,56 Ibs

Net Weight

1,13kg /2,43 Ib

INSTALLATION METHODS

Uso de Mesa (Apenas base)

360mm Montagem em Radiador
Montagem em Bracket no formato de
L

SUPPORTED OPERATING SYSTEMS

Windows (Modo MSI Center / Modo de
Tela Estendida)

Accessories

1 x Cabo Tipo-C para conector JUSB
2.0 da placa-mde de 950mm

1 x Cabo Tipo-C para Tipo-A de
950mm

1 x Base Magnética

2 x Bracket em Formato de L

1 x Kit de Parafusos + Espacadores
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