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SPECIFICATIONS

HaumeHoBaHue Mopenu

FEATURES

Radeon™ RX 460 2GT LP

Fpacduyeckuin npoueccop

Radeon™ RX 460

Nutepdeic PCl Express x16 3.0 (uses x8)
HasBaHue sappa Polaris 11

finep CUDA® 896 Units

Yacrtota namaTtu (Mly) 7000 MHz

MamaTte 2GB GDDR5

Nutepdenc namatun 128-bit

Bbixoabl HDMI™ (Version 2.0) / DL-DVI-D
MoTpebnsemas MowHOCTbL (W) 75 W

PeKkoM, UCTOYHUK nuTaHusa (W) 400 W

Pasmepbl KapTbl (MM) 169 x 69 x 39 mm
Moppepxka DirectX Bepcun 12

Moppep>xxka OpenGL Bepcun 4.5

TexHonorus Multi-GPU Crossfire™

MopknioyeHne pucnnees 3
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CONNECTIONS
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1. HDMI™
2.DVI-D

‘Boost Clock Frequency’ is the maximum frequency achievable on the GPU running a bursty workload. Boost clock achievability, frequency, and sustainability will vary based on several factors, including
but not limited to: thermal conditions and variation in applications and workloads. ‘Game Frequency’ is the expected GPU clock when running typical gaming applications, set to typical TGP (Total Graphics

Power). Actual individual game clock results may vary. © 2023 Micro-Star Int'l Co.Ltd. MSl is a registered trademark of Micro-Star Int'l Co.Ltd. All rights reserved.

Generated 2023-03-30, check for the latest version www.msi.com/datasheet. The information provided in this document is intended for informational purposes only and is subject to change without notice.



