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Copyright and Trademarks Notice 
Copyright ©  2024 Micro-Star Int’l Co., Ltd. All rights reserved. 
The MSI logo used is a registered trademark of Micro-Star Int’l Co., Ltd. Third-party trademarks and 
names are the properties of their respective owners. No warranty as to accuracy or completeness 
is expressed or implied. MSI reserves the right to make changes to this document without prior 
notice. 

Revision 
V2.0, 2026/06 

How to Use this Service Guide 
This Service Guide provides in-depth illustration of disassembling/assembling the product. Since 
the topics in this guide may be related, it is recommended that you read it from cover to cover first. 
After that, you may go directly to any specific topic that most meets your immediate needs. 
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Safety Instructions 
Adhere to safety precautions when handling the product to prevent harm or damage to individuals or the 

product’s functionality. 

Power 

● If the power cord comes with a 3-pin plug, do not disable the protective earth pin from the plug. 
The monitor must be connected to an earthed mains socket outlet. 

● Disconnect all power sources and place the product on a steady surface before 
disassembly/assembly. 

● When unplugging the power cord, always hold the connector part of the cord. Never pull the cord 
directly. 

● Place the power cord in a way that people are unlikely to step on it. Do not place anything on top 
of the power cord. 

● If this product comes with an adapter, use only the MSI provided AC adapter approved for 
use with this product. 

Environment 

● Do not place the product in environments subject to mist, smoke, vibration, excessive dust, 
salty or greasy air, or other corrosive gases and fumes. 

● To avoid electrostatic discharge, use an anti-static wrist strap before handling components. 
Always handle electrostatic-sensitive components, parts, and assemblies only at static-free 
work areas. 

● Handle components with care. Do not touch the pins or contacts on a component. 

● Place components on a grounded anti-static pad or on the bed that comes with the components 
whenever the components are separated from the product. 

● Handle the display panel with extra care as it is fragile and could break. 
● Do not perform any maintenance with wet hands. 

● Prevent foreign substances, such as water, other liquids or chemicals, from entering the product 
while performing disassembly/assembly. 

● After assembly, ensure that all screws are replaced and no stray screws remain inside the 
product. 
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Conditional Warranty Service 
MSI provides a conditional warranty service for selected models.  

Please visit MSI Member Center or further information. 

Upgrade and Service 
Available hardware features may only be offered as part of an upgrade, repair, or replacement service 
offered by MSI or an authorized service provider. 

MSI offers customers replacement parts, product repair and services for 3 years from the date of 
sale for all EPEAT-registered products. 

Damage caused by servicing of products not authorized by MSI or the use of modified or non-MSI 
authorized parts or components are not covered by MSI Limited Warranty Agreement. 

Visit MSI Service Location to obtain these services offered by MSI.  

Go to MSI Web Ticket to receive further assistance if needed. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

https://account.msi.com/en/login
https://account.msi.com/en/login
https://www.msi.com/page/service-location-new
https://account.msi.com/services/tickets/inquiry-without-login
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Publicly Available Service Information 
Service Information Section 

Disassembly instructions including identifying the 
required tools. 

Product Components and Accessorie 

Recommended Tools 

Exploded diagram of parts. Product Components and Accessorie 

List of spare parts including manufacturer-approved 
spare parts and how to obtain them. 

Product Upgradeability and 
Repairability 

Maintenance procedures or guidance on where to 
obtain the procedures. 

Monitor Support OSD Setup 

Troubleshooting instructions, software diagnostic tools, 
troubleshooting videos or other troubleshooting guidance. 

Troubleshooting 

Instructions on how to obtain software updates (not 
applicable to display products). 

N/A 

Instructions on how the user can remove personal 
data. If the instructions require destruction of the 
storage, instructions to replace the storage shall be 
provided (not applicable to display products). 

N/A 

 

 

It is acceptable for service instructions to exclude information that, as determined by 
the manufacturer: 

a) May expose the user to risk of injury, or N/A 
b) Breaches intellectual property rights, or N/A 
c) Compromises user privacy or security, or N/A 

d) Involves the disassembly of a battery pack or power 
supply 

N/A 

If claiming any of the four exclusions above, the 
manufacturer shall demonstrate how the product is 
restored to normal operating conditions after being 
repaired. Repair may include replacement of the 
component(s) associated with the exclusion. 

N/A 

 

 

https://www.msi.com/support/monitor
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Product Components and Accessorie 
⚠ Important   

MSI provides the below list of components for the system configuration purchased and within 2 years after discontinuation of the product to 
increase the operational life of that product. Further services can be obtained by contacting MSI Online Customer Service 

 

https://pl.msi.com/support/technical_details/Eco_Friendly_Parts_Ordering
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1. Front Decoration 

2. OLED Panel  

3. Middle Frame 

4. Speakers 

5. I/O BKT 

6. Heatsink 

7. Main Board 

8. Power Board 

9. Display Board 

10. Cables 

11. Rear Cover 

12. Stand 

13. Cable Clip 

14. Power Cord 
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Product Upgradeability and Repairability 
Hardware features for upgradeable, repairable or replaceable using only commonly.  
available tools and listing of replaceable spare parts by products can be obtained by  
contacting MSI Online Customer Service. 
 
For replacement, repair, or upgrade methods, please refer to the hyperlinks in the  
table below. 

Hardware feature items Upgradeable Repairable Replaceable Soldering 

The main processor(s) or 
system on a chip (SOC) 

No No No Yes 

The main memory capacity of 
the system 

N/A N/A N/A N/A 

Mass storage capacity of the 
system 

N/A N/A N/A N/A 

Wireless networking capability N/A N/A N/A N/A 

Graphics capability (integrated 
or discrete) 

N/A N/A N/A N/A 

Display panel or display 
assembly 

N/A No Yes No 

Integrated mechanical 
keyboards 

N/A N/A N/A N/A 

All batteries N/A N/A N/A N/A 

All external and internal 
power supplies 

N/A No Yes No 

All fan assemblies N/A N/A N/A N/A 

AND at least two of the 
following (or one, if all 
remaining are absent from 
product): 

Upgradeable Repairable Replaceable Soldering 

Speakers No No Yes No 

Camera N/A N/A N/A N/A 

Touchpad N/A N/A N/A N/A 

I/O connectors and external 
power connection 

No No No Yes 

Readers (eg. magnetic stripes, 
Dallas key, fingerprint, Smart 
card) 

N/A N/A N/A N/A 

https://pl.msi.com/support/technical_details/Eco_Friendly_Parts_Ordering
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Disassembly & Assembly 

Recommended Tools 

The following tools may be needed while performing the disassembly and assembly procedures. 
• Crosshead screwdriver 
• Parallel screwdriver (optional) 
• Tweezers 
• Pry tool 
• Diagonal pliers (optional) 
• Heat gun (optional) 
• Anti-static gloves 
• Anti-static wrist strap (optional) 
• Anti-static mat with grounding wire (optional)  

Screw List 

Please refer to the screw list below while proceeding the disassembly and assembly of the computer. 

Note: This screw list is for reference only and may vary from models to models. It is highly recommended 
that users contact the authorized service center for further assistance.  

Component Screw Type Quantity 

Grounding screws for power board (1pcs) MAC. SCREW-MPGW M4.0*8.0L,Ni 1 

AC interface screws for power board (2PCS) MAC. SCREW-MI M3.0*4.0L,BLK-NI(HEAD=7.0) 2 

Power board screws (3PCS) MAC. SCREW-MPSWF M3.0*19.0L,BLK-NI(FW=Φ8.0mm) 3 

Main Board screws (2PCS) MAC. SCREW-MPSWF M3.0*8.0L,BLK-NI(FW=Φ8.0mm) 2 

Main Board screws (2PCS) 

MAC. SCREW-MPSWF M3.0*24.0L,BLK-

NI(FW=Ф8.0mm)(YONGJI) 2 

Central frame screws (13pcs) MAC. SCREW-MI M3.0*4.0L,BLK-NI(HEAD=7.0) 13 

I/O BKT screws (2pcs) MAC. SCREW-MI M3.0*4.0L,BLK-NI(HEAD=7.0) 2 

I/O BKT screws (1pcs) MAC. SCREW-MPSWF M3.0*19.0L,BLK-NI(FW=Φ8.0mm) 1 

DECO screws (7pcs) TAP. SCREW-TI #2.0*4.0L,ZN(HEAD=D4.0*0.8t)(SIGU) 7 

Rear shell quick release mold set screws (3pcs) 

TAP. SCREW-TI #3.0*5.0L,ZN(HEAD D=8.0 

T=1.0mm)(YONGJI) 3 

Button board screws (3pcs) TAP. SCREW-TI #3.0*5.0L,ZN(HEAD D=8.0 T=1.0mm)(SIGU) 3 

Rear shell screws (2PCS) 

MAC. SCREW-MPSWF M3.0*8.0L,BLK-

NI(FW=Φ8.0mm)(SIGU) 2 

Heat dissipation plate screws (4PCS) 

MAC. SCREW-MI M3.0*12.0L,BLK-

NI,NYLOK(HEAD=D8.0*1.5)(SIGU) 4 

T-CON board screws (4PCS) 

MAC. SCREW-MI 

M2.5*4.0L,NI,NYLOK(HEAD=D5.0*0.6)(SIGU) 4 
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Preparation for Disassembly Phillips 
1. Power off the monitor and your computer. 
2. Disconnect the power cords of your monitor and PC from the electrical outlet. 
3. Disconnect all cables power cord from the monitor. 

 

 

⚠ Important 

● Disconnect all power sources and place the monitor on a steady surface before 
disassembly/assembly. 

● When unplugging the power cord, always hold the connector part of the cord. Never pull 
the cord directly. 

● Do not place the monitor in environments subject to mist, smoke, vibration, excessive dust, 
salty or greasy air, or other corrosive gases and fumes. 

● To avoid electrostatic discharge, use an anti-static wrist strap before handling 
electrostatic-sensitive components. 

● Handle the display panel with extra care as it is fragile and could break. 
● Do not perform any maintenance with wet hands. 

● After assembly, ensure that all screws are replaced and no stray screws remain inside 
the monitor. 
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Note: To disassemble/ assemble the machine, it is necessary to wear it throughout the entire process 
(Anti-static gloves， Anti-static wrist strap，Anti-static mat with grounding wire） 

Stand 

Stand Disassembly 

1-1. Place the monitor face down on a steady, 
protected surface. 

1-2. Press the neck quickly release 
button to remove the neck. 

 

 

Stand Assembly 

1-1. Place the monitor face down on a steady, 
protected surface. 
1-2. Tilt the neck and press it onto the machine to 
confirm that it is in place. 
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Rear case 

Remove the screws from the rear shell 

1-1. Cross screwdriver, remove 2pcs screws from 
the rear shell  

 

 

 

Lock the screws of the rear shell 

1-1. Cross screwdriver locking rear shell screws * 
2pcs 
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Dismantling - Rear Shell 

Remove the rear shell 
1-1. According to the directions shown, 
disassemble the top and left-right sides, using pry 
tool for help if needed. 

 

 

2-1. Starting from the chin position at the bottom of 
the shell after disassembly using pry tool 
2-2. Remove the rear shell from the middle to both 
sides as shown in the picture 
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Assembly - Cover the Rear Shell 

1-1. In order one: snap in the bottom of the chin of 
the shell as shown in the frame position 

 

2.Sequence 1: After the shell is closed, it is closed 
from the two corners towards the side of the sky 
Sequence 2: Install the left and right corners of the 
shell towards the middle after clamping. 
Sequence 3: After the closure, the bottom buckle 
of the shell is in place 
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Remove the back shell and unplug the Main Board button cable. 
1-1. Lift up the rear shell and unplug the button 
cable from the main board interface 

   

 
 

2-1. Tear off the 2pcs acetic acid tape from the wire 
and lens. 
2-2. Remove the FFC cable from the display board 
end.  
 

 

 
 

3-1. Remove the 3pcs screws from the display 
board with a Phillips screwdriver 
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Rear shell processing button board+inserting button cables+sticking tape 

1-1. Take the display board and place it in the 
corresponding position on the rear shell. 
 

 

 

 

2-1. Lock 3pcs of screws on the display board and 
tighten the screws in the order shown in the 
diagram. Check if the screws are securely locked 
in place - Cross screwdriver 

 

3-1. Insert the FFC display board cable into the 
corresponding position on the display board 

 

4-1. Organize the button board wires into the 
buckle as shown in the picture. 
4-2. Take 1PC tape to fix the FFC line 

 

5-1. Take the processed back shell and plug the 
FFC cable of the button into the interface of the 
Main Board machine as shown in the figure 

 
 

 

Note: The hook needs to be latched onto the board. 
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Disassemble the rear shell quick release module 

1. 3 pcs of screws for quick dismantling mold 
group - cross screwdriver 
 

 

2. Remove the （1）quick release module（2）

quick release button 

 

 

3. Disassemble the quick release spring 2pcs  
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Quick disassembly module for processed shell 

1-1. Take the quick release module, assemble 
2pcs of springs, temporarily put them in the rear 
shell without installation. 
Attention: After assembling the spring, it needs to 
be pressed to the bottom and cannot be loosened 

 

2-1. Place the quick release button on the machine 
as shown in the picture 

 

3-1. Take the processed quick release and install it 
onto the rear shell as shown in the picture (with the 
spring fastened onto the protruding pillar of the 
rear shell) 
Assembly sequence of quick disassembly module: 
1. First, insert two springs into the two positioning 
columns of the rear shell 
2. Press down on the quick release module again 
and insert the buckle into the rear shell 

 

4-1. Lock and attach 3pcs screws to fix quick 
release module - cross screwdriver 

 

5-1. After the locking is completed, check if the 
quick release downward button feels smooth 
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Remove the fixed wire tape 
1-1. Tear off the 2pcs tape of the wire 

 

 

Fixed wire adhesive tape 

1. Line management, tape fixed wire 2pcs 
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Remove the Power Board 

1-1. Unplug the power board and main board 
interface cable, and remove the cable clip 

 

2-1. Remove the grounding screw 1pc from the 
power board- Phillips screwdriver 

 

3-1. Remove the 3pcs screws from the power 
board- Phillips screwdriver. 
 

 

4-1. Remove the 2pcs screws from the AC 
interface of the power supply- Phillips screwdriver 
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Assemble the Power Board 

1-1. Remove the power board and place it in a 
temporary storage area by category 

 

2-1. Lock the grounding screw of the power board, 
tighten the screws in the order shown in the 
diagram, and check if the screws are locked in 
place- Phillips screwdriver 

 

3-1. Secure the power board with 3pcs screws as 
shown in the diagram- Phillips screwdriver. 
 

 

4-1. Lock 2pcs screws on the AC interface in order- 
Phillips screwdriver 

 

5-1. Insert the ribbon cable into the power board of 
the machine and connect it to the Main Board 
interface 

 

6-1. Organize the wire into the buckle 
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Remove the Main Board 
1-1. Open the piano cover interface and unplug the 
FFC cable 

 

2-1. Open the piano lid interface and unplug the 
speaker cable 

 

3. Remove the 4pcs screws from the main board- 
Phillips screwdriver 

 

4．Remove the main board and place it on the 

work platform 
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Assemble the Main Board and plug in the cable 

1-1. Position the main board and place it on the 
machine's I/O BKT (confirm that the I/O interface is 
leaking out) 

 

2-1. Lock 4pcs screws on the main board in order- 
Phillip’s screwdriver 

 

3-1. Insert the speaker cable of the machine into 
the main board interface as shown in the figure. 
 

 

4-1. Connect the FFC cable to the main board and 
T-CON, as shown in the figures. 
After inserting the FFC, use both fingers to move 
and press 1-2 times in a balanced position (single 
finger operation is prohibited), to avoid abnormal 
bouncing caused by insufficient biting force 
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SPK Box 

Disassemble the horn 

1-1. Remove the horn and take out the wire from 
the buckle 

 

 

Assemble the Speaker 

1-1. Take the horn purple on the left and red on the 
right, with the purple wire pointing downwards and 
the eardrum facing outwards, and the red wire 
pointing upwards and the eardrum facing 
outwards. 
1-2. Purple and red wires are arranged inside the 
buckle 

 

 

 

 

 

 

 

The purple wire goes 

down, and the eardrum 

faces outward. 

The red wire goes 

up, the eardrum 

goes outward 

The wires are organized 

inside the clip 
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Heatsink 

Disassemble the hot plate 

1-1. Disassemble the 4pcs screws of the hot plate- 
Phillips screwdriver. 
 

 

2-1. Remove the heat dissipation board and place 
it in a temporary storage area by category 

 

 

Assemble the heat dissipation plate 

1-1. Position and place the heat dissipation plate 
on the machine as shown in the picture 

 

2-1. Secure the 4pcs screws of the radiator. The 
sequence is shown in the figure. Check if it is 
securely locked in place- Phillips screwdriver. 
 

 

  



25 
 

I/O BKT 

Dismantle I/O BKT 

1. Remove the I/O BKT 1pc screws- Phillips 
screwdriver 

 

2-1. Remove the I/O BKT 2pcs screws- Phillips 
screwdriver. 
2-2. Remove the I/O BKT classification and place it 
in the temporary storage area 
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Assembly of I/O BKT 

1-1. Take the I/O BKT and position it on the 
machine as shown in the diagram 
1-2. After confirming the alignment of the screw 
holes, lock the 2pcs screws on the side holes of I/O 
BKT. The sequence is shown in the figure. Check if 
it is securely locked in place- Phillips screwdriver. 
  

 

2. Tighten the I/O BKT 1pc screws. The sequence is 
shown in the figure. Check if it is securely locked in 
place- Phillip’s screwdriver 
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Middle frame 

Remove the middle frame 

1-1. Remove 13pcs screws from the middle frame- 
Phillips screwdriver 

 

2-1. Remove the middle frame and place it in the 
temporary storage area for classification 
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Assemble the middle frame 

1-1. Install the middle frame onto the entire 
machine 

 

2-1. Sequence 1: First, push the chin position of 
the middle frame towards the back panel and 
tighten the 2pcs screws of the middle frame chin in 
sequence- Phillips screwdriver 
2-2. Sequence 2: Lock the other 3pcs screws in the 
order shown in the picture, check if the screws are 
tightened and if there is any warping- Phillips 
screwdriver 

 

3-1. Tighten the 8 screws in the middle frame in 
order, check if the screws are securely fastened 
and if they are lifted- Phillips screwdriver 
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Remove FFC wire 

1-1. Open the piano cover and unplug the FFC 
cable 

 
 

 

Assemble FFC wire 

1-1. Open the piano cover and insert the FFC 
cables at both ends, then press the piano cove 
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Remove T-CON board 

1-1. Remove 2pcs heat dissipation adhesive from 
T-CON board 

 

2-1. Remove the 4pcs screws from the T-CON 
board- Phillips screwdriver 

 

3-1. Remove the T-CON board and place it in the 
temporary storage area by category 
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Apply heat dissipation adhesive and assemble T-CON board 

1-1. Take the corresponding matching T-CON 
board and position it on the heat dissipation 
adhesive backing plate 
 
 
 
  

 

2-1. Fix the T-CON board with 4pcs screws 
according to the sequence shown in the diagram- 
Phillips screwdriver 

 

3-1. Attach two different types of heat dissipation 
adhesive to the T-CON board as shown in the figure 
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Front Decoration 

Remove DECO 

1. Adjust the backplane 
position and remove the 
7 screws on the DECO 

 

2. Remove the DECO on 
the panel's ground side 
direction 

 

  

Assemble DECO 

1. Pre-tear side OC film 

 

2. Insert the DECO from one 
end of the bottom side 
toward the top side and 
reattach the OC film. 
 

 

3. Adjust the backplate 
position and tighten the 7 
DECO screws in the order 
shown in the figure. 
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Powering Up After Maintenance 

1. Connect the signal cable from the monitor to your PC. Connect the power cord to the monitor 
power jack and the electrical outlet. Turn on the monitor. 

2. Depending on the monitor’s signal ports, check the VGA, HDMI, DP ports in sequence. 
Changing the display to Red, Green, Blue, White and Black screens to check whether an image 
is abnormal. 

3. Press the Menu key and adjust the Brightness or other functions to inspect the screen for 
abnormalities. 

4. Check the Audio and volume control for abnormalities when connecting to various signal ports. 

5. Reset the monitor after inspection. Turn off the monitor and disconnect all cables. 
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Troubleshooting 
Users may refer to the following tips or visit MSI Monitor Support for quick and easy 
troubleshooting when encountering common problems with the product. It is always suggested 
that users contact the authorized MSI service center for advanced tech support if needed. 

The power LED is off. 

● Press the monitor power button again. 
● Check if the monitor power cable is properly connected. 

No image. 

● Check if the computer graphics card is properly installed. 

● Check if the computer and monitor are connected to electrical outlets and are turned on. 
● Check if the monitor signal cable is properly connected. 
● The computer may be in Standby mode. Press any key to activate the monitor. 

The screen image is not properly sized or centered. 

● Refer to Preset Display Modes to set the computer to a setting suitable for the monitor to 
display. 

No Plug & Play. 

● Check if the monitor power cable is properly connected. 
● Check if the monitor signal cable is properly connected. 
● Check if the computer and graphics card are Plug & Play compatible. 

The icons, font or screen are fuzzy, blurry or have color problems. 

● Avoid using any video extension cables. 
● Adjust brightness and contrast. 
● Adjust RGB color or tune color temperature. 
● Check if the monitor signal cable is properly connected. 
● Check for bent pins on the signal cable connector. 

The monitor starts flickering or shows waves. 

● Change the refresh rate to match the capabilities of your monitor. 
● Update your graphics card drivers. 

● Keep the monitor away from electrical devices that may cause electromagnetic interference 
(EMI). 

 

 

 

https://www.msi.com/support/technical/monitor
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  Recycling Guidelines 
In line with our commitment to environmental sustainability, this product is designed with 
separable plastic components to enhance plastic recycling quality. We kindly request that you 
responsibly recycle the recyclable plastic components of this product once it reaches the end of its 
useful life. Follow the instructions below to prepare plastic parts for recycling by eliminating non-
recyclable materials. 

⚠ Important  

Before recycling the separable plastic components, please use diagonal pliers to remove all the 
screw bosses with copper sticks, if any. 

Stand 

 

1. Follow Stand Disassembly to remove the adjustable stand from the monitor. 

2. By disassembling quick release fasteners ❶ of the stand base to separate the  
stand and the base ❷. 

 

 

 

 

 

 

 

1 

2 
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3. You’ll see the stand and base separated❸. 

             
                   

4. Reverse the base. Tear off rubber pads and remove 
screws under with a crosshead screwdriver to open 
the base❹. 

 
 

  
 
 
                 

5. Upon opening, it can be observed that the base and the 
connecting piece of the base are separated ❺. 
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6. Use a crosshead screwdriver to loose stand and VESA 
screws ❻. 

 
 
 
 
 

 
 

7. Use a Phillips screwdriver to unscrew the screws on the 
VESA plate for disassembly (the plastic will be recycled by a 
qualified recycling supplier) ❼. 
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8. The plates on the VESA board are recycled by qualified 
recyclers❽. 

 

 

 

 

 

 

 

 

 

9. Use a Phillips screwdriver to unscrew the component at 
the top of the side ❾  

 

←                                                      
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10. The plastic covers on the side of the product and the LOGO 
decorations are recycled by qualified recycling 
manufacturers❿. 

 

 

 

 

 

11. Use a Phillips screwdriver to unscrew the lifting bracket 

assembly⓫.  
 

 

 

 

 

 

12.Base of the column⓬ 
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13.Use a Phillips screwdriver to unscrew the screws and a 
wrench to loosen the nuts, then all components can be 
separated⓭ 

 

 

 

 

 

 
15 

16 
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Rear Cover 

1. Follow Rear Cover Disassembly to remove the rear cover 
from the monitor. 

2. Remove the logo plates❶ & label❷ from the rear cover. 
3. Flipping to the other side, remove the screws❸. 
4. Remove the release button hook❹, release button❺ and 

display board❻. 
5. Finally, remove the label❼ & LED lens❽. 
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Front Decoration 

1. Follow Front Decoration Disassembly to remove the front 
decoration from the monitor. 

2. Remove the foam pad❶ from the front decoration. 
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Product End-of-Life Instructions 
⚠ Important 

MSI Environmental Information 

Information on MSI’s Environmental initiatives, policies, 
programs and goals can be found at Environmental 
Sustainability Policy. 

Purpose 

This information is to provide guidance to recyclers on the 
presence of materials and components at the product level, as 
required by the EU WEEE and amending Directive. 

The Product Identify Materials Information 

The following substances, preparations, or components should 
be disposed of or recovered separately from other WEEE in 
compliance with Article 8(2), (3) and (4) of EU Council Directive 
2012/19/EU. Annex II contains an indicative list of EEE which 
falls within the categories set out in Annex I. It includes entries 
requiring disposal or recovery in compliance with the Waste 
Directive 2008/98/EC and, for listed WEEE components, 
provides mandatory treatment measures. 
For detailed information, please refer to Annex VII of the WEEE 
Directive on the ECHA website. 
Identify materials for materials and components of the waste 
electrical and electronic equipment list. 
*1: The following item numbers correspond with those in Product 
Components and Accessorie. 

https://csr.msi.com/global/Environmental-Sustainability-Policy
https://csr.msi.com/global/Environmental-Sustainability-Policy
https://chem.echa.europa.eu/
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Materials Item*1 Location 
Polychlorinated biphenyl (PCB) 
containing capacitors and all 
polychlorinated biphenyls and 
polychlorinated terphenyls (PCB/PCT) 
containing electrical equipment 

— Absent 

Mercury containing components, such 
as switches or backlighting lamps 

— Absent 

Batteries — Absent 
Printed circuit boards of mobile phones 
generally, and of other devices if the 
surface of the printed circuit board is 
greater than 10 square centimeters 

7 Main Board 
9 Display Board 
8 Power Board 
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Materials Item*1 Location 

Toner cartridges, liquid and paste, as well as color toner — Absent 

Plastic containing abominated flame retardants — Absent 

Asbestos waste and components which contain asbestos — Absent 

Cathode ray tubes — Absent 

Chlorofluorocarbons (CFC), Hydrochlorofluorocarbons 

(HCFC) or Hydrofluorocarbons (HFC), Hydrocarbons (HC) 

— Absent 

Equipment containing gases that are depleted ozone or 

have a global warming potential (GWP) above 15 

— Absent 

Gas discharge lamps — Absent 

Liquid crystal displays (together with their casing where 

appropriate) of a surface greater than 100 square 

centimeters and all those back-lighted with gas discharge 

lamps 

2 OLED Panel 

External electric cables 10 Power Cord 

Components containing refractory ceramic fibers — Absent 

Components containing radioactive substances, or 

materials that become radioactive 

— Absent 

Electrolytic capacitors containing substances of concern 

(height > 25 mm, diameter > 25 mm or proportionately 

similar volume) 

8 Power Board 

Beryllium and its compounds (including Beryllium 

Oxide) 

— Absent 

Liquids — Absent 
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OSD Setup 
This chapter provides you with essential information on OSD 
Setup. 

⚠ Important 

All information is subject to change without prior notice. 

Navi Key 

The monitor comes with a Navi Key, a multi-directional control 
that helps navigate the On-Screen Display (OSD) menu. 

Up/Down/Left/Right: 

● selecting function menus and items 
● adjusting function values 
● entering into/exiting from function menus 

Press (OK): 

● launching the On-Screen Display (OSD) 
● entering submenus 
● confirming a selection or setting 
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Hot Key: 

● Users may enter into preset function menus by moving 
the Navi Key up, down, left or right when the OSD menu is 
inactive. 

● Users may customize their own Hot Keys to enter into 
different function menus. 
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OSD Menus 

 

 

 

 

 

 

⚠ Important 

● Activating SDR will affect: 
 

Affected Function Function Status 
» DisplayHDR Unable to select 

 

● Activating HDR will affect: 
 

Affected Function Function Status 
» AI Vision 
» Low Blue Light 
» PIP/PBP 
» Gamma 

 
 
Unable to select 

» Dual Gamut View Set to OFF & unable to select 
» PQ-D65 (True Black) 
» PQ-D65 (Peak Bri.) 
» PQ P3-DCI 
» PQ BT.2100 
» HLG P3-D65 
» HLG P3-DCI 
» HLG BT.2100 

 
 
 
 
Unable to select Contrast, Color Temperature, 
Hue, Saturation, Six-Axis Color 
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AI Navigator 

Feature Available Settings Description 

AI Vision OFF ●  AI Vision enhances image quality by 
optimizing the contrast of images and 
background brightness. Level 1 

Level 2 

Level 3 

Level 4 

Level 5 

Features 

Feature Available Settings Description 

DisplayHDR True Black 400 ●  The DisplayHDR function enhances 
visuals with customizable settings for 
optimized brightness and contrast. 

●  DisplayHDR is unavailable when SDR 
input is detected. 

●  Activating EOTF Boost will affect: 

Peak 1000 nits 

EOTF Boost 

Cust. (True Black 400) 

Cust. (Peak 1000) 

Composition 
Guides 

Standard Guides ●  Composition Guides provide on-
screen grids and overlays to help 
users enhance overall image 
composition. Golden Ratio 

Photography Grids 

Layout Grids 

Affected Function Function Status 

» Brightness Unable to select 
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Feature Available Settings Description 

Dual Gamut View OFF ●  Dual Gamut View lets users compare two 
color gamut modes side by side for quick color 
evaluation. 

●  Gamut Swap is selectable only when 
Current and Reference use different 
modes. 

ON 

Left 
(Current) sRGB 

Adobe RGB 

Display P3 

DCI-P3 
(Cinema) 

BT.709 

BT.2020 

Right 
(Reference
) 

sRGB 

Adobe RGB 

Display P3 

DCI-P3 
(Cinema) 

BT.709 

BT.2020 

Gamut Swap 

Color Weakness OFF ●  Color Weakness uses adjustable red, 
green, and blue filters to help users with 
limited color vision better distinguish on-
screen content. Protanopia 0-100 

Deuteranopia 0-100 

Tritanopia 0-100 

MPRT OFF ●  MPRT is only available at 3840x2160 resolution 
with a refresh rate of 120Hz. 

●  Activating MPRT will affect: ON 

DSC OFF ●  Users can toggle DSC (Display Stream 
Compression) on/off. 

●  For more DSC timing information, please check 
Preset Display Modes for DSC On/Off timing 
tables. 

●  Activating DSC will affect: 

ON 

 

Affected Function Function Status 

» Adaptive-Sync Set to OFF 

 

Affected Function Function Status 

» PIP/PBP 
» Screen Size 16:10 

Unable to select 

 



51 
 

Feature Available Settings Description 

Adaptive-Sync OFF ●  Adaptive-Sync prevents screen tearing. 
●  Activating Adaptive-Sync will affect: ON 

Timer OFF ●  After setting the time, press the OK 
Button to activate the timer. 

●  Users have to manually restore 
their preset Timer after any AC 
power loss and reconnection. 

ON 

Time 
Adjus
t 

15:00 

30:00 

45:00 

60:00 

Show On Left Top 

Right Top 

Left Bottom 

Right Bottom 

Customize 

Refresh Rate OFF ●  Location is adjustable in OSD Menu. 
Press the OK Button to confirm and 
apply your Refresh Rate Location. 

●  This monitor follows and works at the 
Operating System’s preset Screen 
Refresh Rate. 

ON 

Show On Left Top 

Right Top 

Left Bottom 

Right Bottom 

Customize 

Screen Size Auto ●  Users can adjust Screen Size in any 
mode, any resolution and any screen 
refresh rate. 

●  Activating Screen Size 1:1 will affect: 
 
 
 
 
 
 
⚠ Important 
Screen Size 1:1 refers to displaying 
content 
at its original resolution. This option is 
disabled when the monitor is set to its 
native resolution. 

4:3 (Forced) 

16:9 (Forced) 

16:10 (Forced) 

1:1 (by pixel) 

 

Affected Function Function Status 

» MPRT 

» PIP/PBP 
Set to OFF 

» Screen Size 1:1 Set to Auto 

 

Affected Function Function Status 

» Adaptive-Sync 

» PIP/PBP 

» MPRT 

Set to Auto 
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Mode 

SDR Mode HDR Mode 

» Eco 
» Native 
» sRGB 
» Adobe RGB 
» Display P3 
» DCI-P3 (Cinema) 
» BT.709 
» BT.2020 
» DICOM 
» Black-White 

» PQ-D65 (User 1) 
» PQ-D65 (User 2) 
» PQ-D65 (True Black) 
» PQ-D65 (Peak Bri.) 
» PQ P3-DCI 
» PQ BT.2100 
» HLG P3-D65 
» HLG P3-DCI 

» HLG BT.2100 

●  Use Up or Down Button to select and preview mode effects. 
●  Press the OK Button to confirm and apply your mode type. 
●  The default setting “Eco” mode meets the requirements of TUV Rheinland’s “Low Blue Light” standard. 
●  Activating Black-White will affect: 

Affected Function Function Status 

» Saturation 
» Six-Axis Color 
» Low Blue Light 

Unable to select 

●  Activating sRGB, Adobe RGB, Display P3, DIC-P3 (Cinema), BT.709 will affect: 

Affected Function Function Status 

» SDR Brightness Set to Uniform & unable to select 

» Saturation 
» Six-Axis Color 
» Color Temperature - Customize 

Unable to select 

●  Activating BT.2020 will affect: 

Affected Function Function Status 

» SDR Brightness Set to Uniform & unable to select 

» Saturation 
» Six-Axis Color 

Unable to select 

●  Activating DICOM will affect: 

Affected Function Function Status 

» SDR Brightness Set to Uniform & unable to select 

» Saturation 
» Six-Axis Color 
» Color Temperature 
» Low Blue Light 

 
Unable to select 
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Feature Available Settings Description 

Brightness 0-100 ●  Properly adjust Brightness according to the 
surrounding lighting. 

SDR Brightness (SDR 
Mode) 

Dynamic ●  Users can switch the brightness curve 
for Standard Dynamic Range content. 

●  Dynamic: Brightness changes with the 
APL (Average Picture Level). 

●  Uniform: Brightness stays constant regardless 
of APL. 

Uniform 

Contrast 0-100 ●  Properly adjust Contrast to relax your eyes. 

Sharpness 0-5 ●  Sharpness improves clarity and details of 
images. 

M-Color (SDR 
Mode) 

OFF ●  M-Color ensures consistent and accurate 
color when switching between a MacBook 
display and an external monitor. 

●  Activating M-Color will affect: 
ON 

Image Enhancement OFF ●  Image Enhancement enhances image edges to 
improve their acutance. 

Level 1 

Level 2 

Level 3 

Level 4 

Level 5 

Color Temperature 5000K ●  This feature adjusts the overall color tone of 
the display. 

●  Users can fine-tune Color Temperature in 
Customize mode for precise color 
calibration. 

6300K 

6500K 

7000K 

7500K 

9300K 

10000K 

Customize R (0-100) 

G (0-100) 

B (0-100) 

Low Blue Light OFF ●  Low Blue Light protects your eyes against blue 
light. When enabled, Low Blue Light adjusts the 
screen color temperature to a more yellow glow. 

●  This monitor is a Low Blue Light monitor which 
will decrease the blue light emitted without 
adjusting the OSD settings. 

ON 

Hue 0-100 ●  Users can adjust image base colors without 
altering brightness or saturation. 

Saturation 0-100 ●  Users can fine-tune the setting values to adjust 
display saturation. 

 

Affected Function Function Status 

» Color Temperature Unable to select 
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Feature Available Settings Description 
Six-Axis Color R (0-100) ●  This feature allows users to 

independently adjust the intensity 
and saturation of six primary and 
secondary colors. 

G (0-100) 

B (0-100) 

C (0-100) 

M (0-100) 

Y (0-100) 
Gamma Native ●  This feature adjusts the midtone 

brightness of the display without 
affecting shadows and highlights. 

●  A higher gamma darkens midtones, 
while a lower gamma brightens 
them. 

1.8 

2.0 

2.2 

2.4 

2.6 

sRGB (SDR Mode) 

BT.1886 (SDR Mode) 

Input Source 

Feature Available Settings Description 

HDMI™ 1 ●  Users can choose their preferred input source. 

HDMI™ 2 

DP 

Type C 

Type C PD Charge OFF ●  This function enables users to charge their 
devices through a USB Type-C 
connector. ON 

Auto Scan OFF ●  Users can use the Navi Key to select Input 
Source at below status: 
●  While“Auto Scan”is set to“OFF”with the 

monitor at power saving mode; 
●  While“No Signal”message box is shown 

on the monitor. 

ON 



55 
 

PIP/PBP 

Feature Available Settings Description 

PIP OFF ●  PIP (Picture in Picture) allows users to 
simultaneously display multiple video 
sources on one screen. One program is 
displayed on the full screen at the same 
time as one or more other programs are 
displayed in inset windows. 

●  PBP (Picture by Picture) is a similar 
feature that displays two input sources 
side-by-side on the screen. 

●  Display Swap allows users to switch 
between primary and secondary 
input sources. 

●  If there is only one signal input, the 
Display Swap and Audio Swap will 
be grayed out. 

●  Activating PIP/PBP will affect: 

ON 

Sub Input HDMI™ 1 

HDMI™ 2 

DP 

Type C 

Sub Size Small 

Medium 

Large 

Sub Ratio Auto 

Full Screen 

Show On Left Top 

Right Top 

Left Bottom 

Right Bottom 

Customize 

Display Swap 

Audio Swap 

PBP OFF 

ON 

PBP 
Layout 

1:1 

3:1 

Customize 

Sub Input HDMI™ 1 

HDMI™ 2 

DP 

Type C 

Display Swap 

Audio Swap 

Affected Function Function Status 

» DisplayHDR 

» DSC 
Unable to select 

» Adaptive-Sync Set to OFF 

» HDMI™ CEC 
 

» PBP Layout - 

Customize: 

Set to OFF & unable 
to select 

AI Vision  

» PIP: Screen Size 1:1 

» PBP: Screen Size 

Set to Auto & unable 
to select 
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MSI OLED Care 

Feature Available Settings Description 

Pixel Shift Slow ●  Pixel Shift moves the pixels of your screen at 
regular intervals to reduce the possibility of 
screen burn-in or image retention. Normal 

Fast 

Panel Protect ●  To maintain panel image quality, panel 
protect function will automatically 
activate when monitor using over 4 hours. 

●  This protects function may take several 
minutes to complete. 

●  The power indicator will blink orange until 
process done. 

●  During process executing, please do not 
unplug the power cord from monitor. 

●  During process executing, press power 
button again to cancel this function. 

Panel Notice Auto ●  When set to Auto, Panel Notice will pop up 
when the panel exceeds 4 hours of 
cumulative usage. 

●  When set to Usage 24 hrs, Panel Notice will 
pop up when the panel exceeds 24 hours of 
cumulative usage. 

●  When Panel Protect is interrupted, Panel 
Notice will pop up upon next power-up. 

Usage 24 hrs 

Static 
Screen 
Detection 

OFF ●  If Static Screen Detection is set to ON: 
●  When detecting static visuals over 

long periods of time, the monitor 
reduces brightness to prevent 
screen burn-in. 

●  Once detecting moving visuals, the 
monitor restores its previous brightness 
setting. 

ON 

Starting in 50 Sec ●  Starting in time detects a static image 
remains on the screen. 

100 Sec 

Time 
required 

120 Sec ●  Time required specifies the time for 
brightness reduction after detecting a 
static image for 50/100 seconds. 

●  The brightness reduction level depends on 
the setting of Reducing Level. 

240 Sec 

Reducing 
Level 

1-7 ●  Users can select a level for 
brightness reduction. 

●  Reducing effect depends on 
Brightness/ DisplayHDR setting. 
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Feature Available Settings Description 

Multi Logo Detection OFF ●  This function helps prevent image 
sticking phenomenon. When set to 
ON, brightness reduction of multi logo 
areas will kick in if logos are detected. 

ON 

Reducing Level 1-4 ●  Users can select a level for 
brightness reduction. 

●  Reducing effect depends on 
Brightness/ DisplayHDR setting. 

Multi Icon Detection OFF ●  This function helps prevent image 
sticking phenomenon. When set to 
ON, brightness reduction of multi icon 
areas will kick in if icons are detected. 

ON 

Reducing Level 1-3 ●  Users can select a level for 
brightness reduction. 

●  Reducing effect depends on 
Brightness/ DisplayHDR setting. 

Taskbar Detection OFF ●  This function helps prevent image 
sticking phenomenon. When set to 
ON, brightness reduction of 
taskbar areas will kick in if 
taskbars are detected. 

ON 

Reducing Level 1-4 ●  Users can select a level for 
brightness reduction. 

●  Reducing effect depends on 
Brightness/ DisplayHDR setting. 

Boundary Detection OFF ●  This function helps prevent image 
sticking phenomenon. When set to 
ON, brightness reduction of 
boundary areas will kick in if 
boundaries, such as letters & 
pillars, are detected. 

ON 

Reducing Level 1-4 ●  Users can select a level for 
brightness reduction. 

●  Reducing effect depends on 
Brightness/ DisplayHDR setting. 

V-Split Detection OFF ●  This function helps prevent image 
sticking phenomenon. When set to 
ON, brightness reduction along 
vertical boundaries during 
multitasking or split-screen gaming will 
kick in. 

ON 

Reducing Level 1-4 ●  Users can select a level for 
brightness reduction. 

●  Reducing effect depends on 
Brightness/ DisplayHDR setting. 
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Feature Available Settings Description 

Auto DIM Control OFF ●  This function prevents image sticking 
by gradually dimming the screen. When 
set to ON, it automatically reduces full-
screen brightness when detecting 
static images. 

ON 

Starting 
Speed 

Slow ●  Starting Speed defines how quickly 
Auto DIM Control detects a static 
image. Fast 

Reducing 
Speed 

Slow ●  Users can specify the speed for 
brightness reduction. 

Fast 

Reducing 
Level 

1-6 ●  Users can select a level for 
brightness reduction. 

●  Reducing effect depends on 
Brightness/ DisplayHDR setting. 

OLED Panel Info. ●  This field shows the information of MSI 
OLED Care. 
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General 
Feature Available Settings Description 

Language 繁體中文 ●  Users have to press the OK Button to 
confirm and apply the Language setting. 

●  Language is an independent setting. Users’ 
own language setting will override the 
factory default. When users set Reset to 
Yes, Language will not be changed. 

English 

Français 

Deutsch 

Italiano 

Español 

한국어 

日本語 

Русский 

Português 

简体中文 

Bahasa Indonesia 

Türkçe 

(More languages coming soon) 

Power LED OFF ●  Users can toggle the Power LED on/off. 
●  During the Panel Protect process, the 

power LED indicator will blink orange until 
the process is complete. 

ON 

Audio Volume 0-100 ●  Users can adjust Audio Volume in any 
mode. 

Mute 

OSD Menu OSD Position Adjust ●  This feature adjusts the location of the OSD 
menu on the screen for user convenience. 

Position Reset 

OSD Rotate 0 Degree ●  This feature allows users to rotate the 
OSD menu display to match the screen 
orientation. -90 Degree 

+90 Degree 

OSD 
Transparency 

0~5 ●  Users can adjust OSD Transparency in any 
mode. 

OSD Time Out 5~30 ●  Users can adjust OSD Time Out in any 
mode. 

Ultra Low Power OFF ●  This setting reduces power consumption 
for more energy-efficient operation. 

ON 
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Feature Available Settings Description 

HDMI™ CEC OFF ●  HDMI™ CEC (Consumer Electronics 
Control) supports Sony 
PlayStation®, Nintendo® Switch™, 
Xbox Series X|S consoles and 
various audio-visual devices that 
are CEC- capable. 

●  If HDMI™ CEC is set to ON: 
●  The monitor will automatically 

power when the CEC device is 
turned on. 

●  The CEC device will enter power 
saving mode when the monitor 
is turned off. 

●  When Sony PlayStation®, 
Nintendo® Switch™, or Xbox 
Series X|S console is connected, 
Mode will be automatically set to 
the default mode and can be 
adjusted to users' preferred mode 
later. 

ON 

Navi Key Up 
Down 
Left 
Right 
Pro 
Key 

OFF ●  All Navi Key items can be adjusted via 
OSD Menus. Brightness 

Mode 

Input Source 

AI Vision 

Timer 

Refresh Rate 

PIP/PBP 

Audio Volume 

Info. On 
Screen 

Info. On Screen OFF ●  The information on the monitor 
status will be shown on the right 
side of the screen. 

ON 

Service Info. FW Version ●  View product service details, such 
as firmware version and serial 
number, in this setting. 

Serial Number 

Reset All YES ●  Users can Reset and restore 
settings to original OSD Default 
in any mode. NO 

 
 
 


