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SELLING POINTS

¢ Modo dual: cambia facilmente entre diferentes resoluciones y frecuencias de actualizacién, lo que te permite ajustar la
configuracién en funcién del juego.

e Modo consola: optimizado para una compatibilidad perfecta con consolas de videojuegos como PS5 y Xbox Series X|S.

e Opciones de relacién de aspecto: elige entre varias relaciones de aspecto para disfrutar de una experiencia de juego mas
personalizada.

. 5-way Joystick Navigator
AC-in

2x HDMI™ 2.1 (UHD@144Hz)
DisplayPort 1.4a (HBR3)
Headphone-out

. Kensington Lock
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SPECIFICATION

Modelo Part No 956-3CE89M-046
Color ID1/Black-Black
Screen Size 27" (68.58 cm)
Active Display Area (mm) 596.736(H) x 335.664 (V)
Curvature Flat
Panel Type IPS
Resolution 3840x2160 (UHD)
Pixel pitch (mm) 0.1554(H)x0.1554(V)
Aspect Ratio 16:9
Dynamic Refresh Rate technology Adaptive-Sync
Dynamic Refresh Rate Activated Range UHD : 48~144Hz, FHD : 48~288Hz
HDR (High dynamic range) HDR Ready
SDR Brightness (nits) 250
Contrast Ratio 1500:1
DCR (Dynamic Contrast Ratio) 100000000:1
Signal Frequency FHDAL06.1-316.2 Kia(H) 48268 HalV)
Refresh Rate UHD:144Hz, FHD:288Hz
Response Time (MPRT) 1ms(MPRT)

Pantalla Response Time (GTG) 4ms
View Angles 178°(H)/178°(V)
NTSC (CIE1976 area percentage/overlap) 90%/81%
NTSC (CIE1931 area percentage/overlap) 85%/77%
sRGB (CIE1976 area percentage/overlap) 130%/95%
SRGB (CIE1931 area percentage/overlap) 125%/95%
Adobe RGB (CIE1976 area percentage/overlap) 100%/84%
Adobe RGB (CIE1931 area percentage/overlap) 95%/79%
DCI-P3 (CIE1976 area percentage/overlap) 100%/90%
DCI-P3 (CIE1931 area percentage/overlap) 95%/90%
Rec.709 (CIE1976 area percentage/overlap) 130%/95%
Rec.709 (CIE1931 area percentage/overlap) 125%/95%
Rec.2020 (CIE1976 area percentage/overlap) 75%/70%
Rec.2020 (CIE1931 area percentage/overlap) 67%/65%
Surface Treatment Anti-glare
Display Colors 1.07B
Color bit 10 bits (8 bits + FRC)
Headphone-out 1
Lock type Kensington Lock
Speaker 2Wx 2
HDMI 2

Puertos E/S HDMI version 2.1 (FRL 12G)

HDMI HDCP version 2.3
DisplayPort 1
DisplayPort version l.4a
DisplayPort HDCP version 2.3

Garantia Warranty 36M
Power Type Internal Power Board
Power Input 100~240V, 50/60Hz
On-mode Power Consumption (KWh/1000h) 26

Alimentacion Annual Energy Consumption (KWh) 38

Standby-mode Power Consumption (W) 0.5
Off-mode Power Consumption (W) 0.3
Energy Efficiency Rating F
Power Cord Type C13
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DisplayPort Cable 1
HDMI Cable 0
DVI Cable 0
USB Type A to Type B Cable 0
USB Type C to Type A Cable 0
USB Type C to Type C Cable 0
Thunderbolt Cable 0
Acesorios VGA Cable 0
3.5mm audio Cable 0
3.5mm combo audio Cable 0
3.5mm Mic Cable 0
Power Cord 1
AC Adaptor 0
Quick Guide 1
Warranty Card 0
Mouse Bungee Unit 0
Adjustment (Tilt) -5° ~20°
Adjustment (Swivel) -30° ~ 30°
Disefio Adjustment (Height) 0~ 130 mm
Adjustment (Pivot) -90° ~ 90°
VESA Mounting 100x100mm
Product Dimension with Stand (WxDxH) (mm) 613.3 x 227.9 x 534.2
Product Dimension without Stand (WxDxH) (mm) [613.3 x 57.9 x 360.7
Tamafo y peso (producto) Stand Dimension (WxDxH) (mm) 308.6 x 227.9 x 411.3
Weight (Net kg) 6.1
Weight Without Stand (kg) 3.6
Inside Carton Dimension (WxDxH) (cm) 81 x 15 x46.2
Tamafo y peso (caja) QOuter Carton Dimension (WxDxH) (cm) 83x17 x49
Weight (Gross kg) 8.7
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