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Slim, Sleek, Smooth

Picture and logos

SELLING POINTS

Ciesz sie wysokg jakoscig obrazu i ptynnoscig dzieki czestotliwosci odSwiezania 144Hz.

Certyfikat TUV potwierdza, ze wy$wietlacz zostat zaprojektowany z mysla o ochronie wzroku.

Technologia MSI EyesErgo z funkcja Anti-Flicker pomaga ograniczy¢ zmeczenie i nadwyrezenie oczu.

MSI Eye-Q Check utatwia samodzielng kontrole wzroku i przypomina o przerwie podczas dtugiego korzystania z monitora.
Korzystaj z réznych urzadzen dzieki wielu wejsciom, takim jak HDMI™ i DisplayPort.

Zadbaj o porzadek na biurku dzieki wygodnemu systemowi prowadzenia kabli.

Standardowy uchwyt VESA i konstrukcja z miejscem na akcesoria.

1. 5-Way Navi Key

2. Kensington Lock

3. DC-in

4. 1x DisplayPort 1.2a

5. 1x HDMI™ 2.0 (FHD@144Hz)
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SPECIFICATION

Model Part No 9S6-3PE1CH-015
Color ID1/Black-Black
Screen Size 23.8" (60.45cm)
Active Display Area (mm) 527.04(H)x296.46(V)
Curvature Flat
Panel Type VA
Resolution 1920x1080 (FHD)
Pixel pitch (mm) 0.2745(H)x0.2745(V)
Aspect Ratio 16:9
Dynamic Refresh Rate technology Adaptive-Sync
Dynamic Refresh Rate Activated Range 48~144Hz
HDR (High dynamic range) HDR Ready
SDR Brightness (nits) 250
Contrast Ratio 4000:1
DCR (Dynamic Contrast Ratio) 100000000:1
Signal Frequency 52.8~158.4 KHz(H) / 48~144 Hz(V)
Refresh Rate 144HZ
Response Time (MPRT) 1ms(MPRT)

Display Response Time (GTG) 4ms
View Angles 178°(H)/170°(V)
NTSC (CIE1976 area percentage/overlap) N/A
NTSC (CIE1931 area percentage/overlap) N/A
sRGB (CIE1976 area percentage/overlap) N/A
sRGB (CIE1931 area percentage/overlap) N/A
Adobe RGB (CIE1976 area percentage/overlap) N/A
Adobe RGB (CIE1931 area percentage/overlap) N/A
DCI-P3 (CIE1976 area percentage/overlap) N/A
DCI-P3 (CIE1931 area percentage/overlap) N/A
Rec.709 (CIE1976 area percentage/overlap) N/A
Rec.709 (CIE1931 area percentage/overlap) N/A
Rec.2020 (CIE1976 area percentage/overlap) N/A
Rec.2020 (CIE1931 area percentage/overlap) N/A
Surface Treatment Anti-glare
Display Colors 16.7M
Color bit 8 bits (6 bits + FRC)
Card reader N/A
Lock type Kensington Lock
HDMI 1
HDMI version 2.0

VO Ports HDMI HDCP version 1.4
DisplayPort 1
DisplayPort version 1.2a
DisplayPort HDCP version 1.3

Warranty Warranty 24M

Power Type External Adaptor 12V 2.5A
Power Input 100~240V, 50/60Hz
On-mode Power Consumption (KWh/1000h) TBD

Power Annual Energy Consumption (KWh) TBD
Standby-mode Power Consumption (W) 0.5
Off-mode Power Consumption (W) 0.3
Energy Efficiency Rating TBD
Power Cord Type C13 (Optional)
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DisplayPort Cable 0
HDMI Cable 1
DVI Cable 0
USB Type A to Type B Cable 0
USB Type C to Type A Cable 0
USB Type C to Type C Cable 0
Thunderbolt Cable 0

Accessories VGA Cable 0
3.5mm audio Cable 0
3.5mm combo audio Cable 0
3.5mm Mic Cable 0
Power Cord optional
AC Adaptor 1
Quick Guide 1
Warranty Card 0
Mouse Bungee Unit 0

Design Adjustment (Tilt) -5° ~20°
VESA Mounting 100x100mm
Product Dimension with Stand (WxDxH) (mm) 541.93 x 181.15 x 397.46
Product Dimension without Stand (WxDxH) (mm) [541.93 x 43.71 x 322.25
Dimension & Weight (product) Stand Dimension (WxDxH) (mm) 237.25 x 182.05 x 122.77
Weight (Net kg) 2.94
Weight Without Stand (kg) 2.54
Inside Carton Dimension (WxDxH) (cm) 59.7 x 12 x 38.8
Dimension & Weight (box) Outer Carton Dimension (WxDxH) (cm) 61 x 13.3x41.2

Weight (Gross kg) 4.6

Barcode Info EAN 4711377349178
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